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1
FOOD GRATING LID ASSEMBLY

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the benefit of U.S. Patent Appl. No.
61/610,317,filed Mar. 13,2012, which is hereby incorporated
by reference in its entirety.

FIELD

Food graters, and in particular, graters that can be mounted
onto a food storage container, are described herein.

BACKGROUND

Containers incorporating grating assemblies are known.
Some cheese grating containers include a grating surface and
an opposite plate that are connected by a rotatable threaded
shaft or rod that typically extends centrally through the entire
hollow interior of the container. Generally, the rotation of the
grating surface rotates the threaded rod and causes the plate to
travel in a direction toward the grating surface along the
threaded rod such that one or more cheese blocks stored in the
container are urged toward the grating surface. An example of
such a container is described in U.S. Publication No. 2004/
0140323.

One problem with the foregoing type of container arises
due to specific shape requirements for the cheese block for
use in the container. Many cheeses come from cheese makers
in large circular blocks. To load such cheeses into the con-
tainers, the large cheese block is trimmed. For example, a
small block of cheese is first cut from the main block and then
trimmed to fit into the small opening of a container. Inserting
a block of cheese into a container that includes a central rod
can require either for a hole to be drilled through the entire
block of cheese, or for the cheese to be cut into smaller pieces
shaped to fit between the rod and the container walls. The
multiple rounds of cutting and shaping of the cheese to get it
into the container can result in a waste of valuable portions of
cheese. When packaging expensive cheeses such as parme-
san, this waste is not desirable. While cheese trimmings can
be used for other purposes, their value can be less than that of
larger portions.

Another problem with the foregoing containers is that the
inclusion of container-length threaded rods, plates, and other
moving parts adds complexity and cost to the container manu-
facturing process. Another problem is that such containers are
typically not reusable after all of the cheese has been dis-
pensed from the container. To refill such a container with
another large cheese block, a consumer would have to manu-
ally shape a cheese block to fit into a container having a
central rod. In addition, the consumer would have to take
apart a complex grating assembly having multiple intercon-
nected parts and then put it back together after loading the
cheese into the container.

SUMMARY

A container for grating and dispensing grated cheese is
provided. The container includes a body having a hollow
interior and a grating member attached relative to the body.
The grating member includes a grating surface having a plu-
rality of cutting edges and a plurality of apertures configured
to permit grated cheese to pass therethrough. The container
further includes a drive member rotatably coupled relative to
the grating member on an opposite side thereof from the body
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and drivingly coupled relative to an urging element disposed
in the hollow interior of the body. The urging element has a
longitudinal axis of rotation and includes at least one inclined
ramped surface. The drive member and the urging element are
rotatable about the longitudinal axis independently of the
grating member such that the ramped surface urges the cheese
along the grating surface to grate and dispense the cheese.

The urging element can move in a direction parallel to the
longitudinal axis to urge the cheese against the grating sur-
face. The drive member can be rotated relative to the con-
tainer with the grating member being rotationally fixed rela-
tive to the container during cheese grating.

The grating member can include a depending skirt includ-
ing an inner threaded surface configured to permit the grating
member to be coupled with a thread on a neck ofthe container.
The container can further include a cap configured to remov-
ably couple to the drive member for covering the apertures of
the grating member.

A method of using the container is provided. The method
comprises rotating at least one of the drive member and the
container about the longitudinal axis to impart rotation to the
urging element relative to the container; rotating the urging
element about the longitudinal axis in the hollow interior of
the body to urge the cheese along the grating surface; grating
the cheese with the cutting edges of the grating surface; and
dispensing grated portions of the cheese through the apertures
of'the grating surface. The method can further comprise mov-
ing the urging element along the longitudinal axis to urge the
cheese against the grating surface.

A lid assembly for a container having a hollow interior
containing a food product is provided. The lid assembly
includes a grating member configured to be removably
attached relative to the container. The grating member
includes a grating surface having a plurality of cutting edges
and a plurality of apertures configured to permit grated por-
tions of the food product to pass therethrough. The lid assem-
bly further includes a drive member rotatably coupled relative
to the grating member. The lid assembly further includes an
urging element rotatable relative to the grating member and
having a free first end, a second end opposite the first end
coupled to the drive member, and a longitudinal axis passing
through the first and second ends. The urging element
includes at least one inclined ramp relative to the grating
surface. The at least one ramp and the first end of the urging
element are on a first side of the grating surface and the second
end of the urging element is on a second side opposite the
grating surface.

The urging element can rotate about the longitudinal axis
independently of the grating member. The ramp can be heli-
cal. The ramp can include a bottom edge that is spaced from
the grating surface. The lid assembly can be used in combi-
nation with cheese in the container. The cheese can be in
many pieces each having an average diameter of between
0.25 and 0.75 inches.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a side elevational view of an exemplary embodi-
ment of a grating container including a lid assembly with an
optional cap and partially filled with pieces of cheese;

FIG. 2 is a side elevational view in partial section of the
container of FIG. 1 being inverted, showing the container,
drive member, and grating member in section and the rotating
element not in section;

FIG. 3 is a perspective view of the underside of the lid
assembly of FIG. 1;

FIG. 4 is a top plan view of the lid assembly of FIG. 1;
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FIG. 5 is a perspective exploded view of the container and
lid assembly of FIG. 1 together with the optional cap inverted
and without the pieces of cheese; and

FIG. 6 is a perspective of the container and lid assembly of
FIG. 1 in use to grate the pieces of cheese and dispense the
grated cheese.

DETAILED DESCRIPTION

With reference to FIGS. 1-6, an exemplary grating lid
assembly 10 attachable to a container 90 is provided. The lid
assembly 10 includes a grating member 12, a drive member
14, and an urging element 35. The drive member 14 is rotat-
ably coupled relative to the grating member 12. The urging
element 35 is attached to the drive member 14 on an opposite
side of the grating member 12 than the drive member 14. The
grating member 12 has a grating surface 18 for grating cheese
or other food products.

The 1lid assembly 10 can be attached to a container contain-
ing cheese curds via, for example, a threaded connection
between the grating member 12 and a neck of the container
90. With the grating member 12 being rotationally fixed rela-
tive to the container 90, the drive member 14 can be rotated to
impart rotation to the urging element 35. Rotation of the
urging element 35 causes the cheese curds 80 to be forced
against and along the grating surface 18 for grating and dis-
pensing from the container.

The container 90 may contain loose cheese, and more
specifically, cheese chunks or cheese curds 80 of various
shapes and sizes. The cheese can be Parmesan, Cheddar,
Edam, Cheshire, or similar cheeses which are typically grated
onto pasta, salads, or the like. Depending upon how the
cheese curds 80 are formed, they can be of many different
sizes in a given container 90. For instance, they may all be
sized to pass through an opening of about 0.75 inches (20
mm) square, although other sizes can be formed. Also, during
the formation of the curds 80 there may be many of much
smaller sizes; indeed, some may be small enough to exit
through the apertures 20 without needing to be grated. The
weight distribution among the sizes may also vary, e.g.,
between 25% or 50% and 75% of the weight may be sized to
fit through an opening of about 0.75 inches (20 mm) square
but not an opening ofabout 0.0625, 0.125, or 0.25 inches (1.5,
3,or 5 mm). Many of the cheese curds 80 may have a diameter
of'between about 0.0625, 0.125, or 0.25 and 0.75 inches (1.5,
3, or 5 and 20 mm), with many smaller pieces of cheese
included. It is to be appreciated that these dimensions are by
way of example only, and that the container 90 can store food
products other than cheese and the lid assembly 10 can be
advantageously used to grate food products other than cheese.

The grating member 12 can be annular and includes a
depending skirt or side 16 about the periphery thereof and a
generally planar grating surface 18. The grating surface 18
includes a plurality of apertures 20 that permit grated cheese
to pass therethrough. The apertures 20 can be of various
shapes and sizes and do not all have to be identical. For
example, an aperture 20 can be circular, oval, tear-shaped,
bell-shaped, or rectangular. Some or all of the apertures 20
can have an associated cutting edge 22 adjacent thereto. A
cutting edge 22 can be in the form of a partial dome, blade,
tooth-like projection, or other surface, and may be either
adjacent an aperture 20, or may at least in part overlie the
aperture 20.

With reference to FIG. 5, the grating member 12 can
include an opening 24 with a raised lip 26 that surrounds the
opening 24. The opening 24 has been shown as being circular
but can be of any other suitable shape. Further, while the
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grating member 12 has been shown as having one central
opening 24, the grating member 12 may have an opening that
is offset from the center, or may have two or more openings
24.

The skirt 16 of the grating member 12 has an interior
surface, which may include a thread 17 configured to match a
thread 92 on a neck 94 of the container 90, as shown in FIG.
5. Once attached to the container 90 by being screwed onto
the neck 94, the grating member 12 remains fixed relative to
the container 90 until it is unscrewed from the neck 94 of the
container 90. Optionally, the skirt 16 of the grating member
12 may be configured to removably couple to a container with
a neck not having threads via a snap-on or another suitable
friction fit-type connection (not shown).

The drive member 14 can be annular and includes a
depending skirt or side 28 and spoke-like elements 30 inter-
connecting the opposite sides of the wall 28. The drive mem-
ber 14 can include a raised hub 34 at the intersection of the
connecting elements 30. The hub 34 can include splines 31 as
shown in FIG. 5, or may include an interior or exterior
threaded surface (not shown).

With reference to FIGS. 3 and 5, the urging element 35
includes a shaft 36 having a portion dimensioned to pass
through and rotate within the opening 24 of the grating mem-
ber 12. The circumference of the shaft 36 can be either in
close proximity to or in a friction fit with the lip 26 of the
grating member 12 to prevent bits and pieces of cheese from
being trapped between the shaft 36 and the lip 26 and inad-
vertently passing through the opening 24.

The shaft 36 of the urging element 35 has a first free end 37
and a second end 39 opposite the first end 37. The second end
39 of the shaft 36 can include splines 33 that can couple with
the splines 31 of the hub 34 of the drive member 14. The shaft
36 of the urging element 35 and the hub 34 of the drive
member 14 may be alternatively coupled via a threaded con-
nection, a snap fit, an interference fit, or via a suitable adhe-
sive. As shown in FIG. 3, the exterior surface of the portion of
the shaft 36 extending above the grating surface 18 may be
entirely non-threaded.

The shaft 36 of the urging element 35 can include one or
more plates 38 extending therefrom. Although the plates 38
have been shown as being integrally formed with the shaft 36,
they may be removably or permanently coupled to the shaft
36 viavarious attaching means. For example, the shaft 36 may
include a threaded exterior surface and the plates 38 may have
complementary threads such that they can be threaded onto
the shaft 36. The plates 38 can be in the form of wings, vanes,
baftles, orthe like. During rotation of the urging element 35 in
the interior of the container 90, the plates 38 of the urging
element 35 can swirl the cheese curds 80, crush them against
the grating surface 18, and urge them against the cutting
surfaces 22, causing the cheese curds 80 to be grated and
dispensed from the container 90 through the openings 20 of
the grating member 12.

Each of the plates 38 includes a top end 40 and a bottom end
42 opposite the top end 40. The plates 38 can be helical and
wrap around at least a portion of the circumference of the
shaft 36. Each plate 38 can be curved from the top end 40 to
the bottom end 42 in a plane parallel to the longitudinal axis
of'the shaft 36 such that at least a portion of the plate 38 forms
an inclined ramp or ramped surface 43 relative to the grating
surface 18, as shown in FIG. 3.

Although the plates 38 have been shown as being curved,
the plates 38 optionally may be at least in part straight
between the top end 40 and the bottom end 42 in a direction
parallel to the longitudinal axis of the shaft 36. Further, the
degree of curvature of the plates 38 has been shown for



US 9,078,544 B2

5

illustration purposes only, and the plates 38 may have a radius
of curvature that is greater than or less than the radius of
curvature shown in FIG. 3.

It is to be appreciated that although two plates 38 have been
shown, the shaft 36 of the urging element 35 may have one,
three, or more plates 38 extending therefrom. Further,
although the urging element 35 having only one shaft 36 has
been shown in FIG. 3, an urging element with two or more
shafts having one or more plates 38 extending therefrom can
be optionally used.

It is also to be appreciated that the dimensions of the lid
assembly 10 relative to the container 90 in the accompanying
figures have not been drawn to scale. In particular, the length
of the portion (of the shaft 36 extending within the hollow
interior of the container 90 may be either greater or less than
one half of the height of the hollow interior. Further, the top
end 40 of the plates 38 may be lower than, higher than, or flush
with the first end 37 of the shaft 36.

With reference to FIG. 5, the 1id assembly 10 may include
an optional end cap 44 that can be coupled to the drive
member 14 via, for example, a snap-on connection. The cap
44 can be circular and can include a lip 46 sized to friction fit
over the drive member 14. The cap 44 covers the apertures 20
of'the grating member 12 and prevents cheese bits from being
inadvertently dispensed from the container 90. Instead of the
cap 44, a film or a peelable label (not shown) may be sealed to
the drive member 14 to provide an enclosure for the lid
assembly 10.

To use the lid assembly 10 attached to the container 90
containing cheese curds 80 therein, a user can first remove the
cap 44 from the 1id assembly 10, or peel oft a protective film,
if the protective film is used instead of the cap 44. The user
then can tilt the container by 90° or more to an exemplary
dispensing position shown in FIG. 6.

With one hand grasping the container 90 and the other hand
grasping the drive member 14, the user can rotate the con-
tainer 90 with respect to the drive member 14, or rotate the
drive member 14 with respect to the container 90 in a direc-
tion shown in FIG. 6. As discussed above, the grating member
12 can be fixed relative to the container 90 by a threaded
connection and will rotate together with the container 90.
Conversely, the drive member 14 is rotatably coupled relative
to the grating member 12 and rotates, together with the urging
element 35, independently of the grating member 12. In other
words, the rotation of the drive member 14 does not cause
rotation of the grating member 12 and vice versa.

With the container 90 being inverted as shown in FIGS. 2
and 6, the cheese curds 80 can fall to the grating surface 18 or
slide down the ramped surfaces 43 of the plates 38 and into
contact with the cutting edges 22 of the grating surface 18. To
prevent the cheese curds 80 from simply falling through the
apertures 20 without being grated by the cutting edges 22, the
diameter of the apertures 20 can be less than the diameter of
the smaller cheese curds 80. For example, if the container 90
were to store cheese curds having most of the weight distrib-
uted among pieces ranging in size between about 0.25 and
0.75 inches (6 and 20 mm) in any one direction, the diameter
(or maximum cross-sectional dimension in case of non-cir-
cular apertures) of the apertures 20 could be from about 0.01
to 0.24 inches (from 0.25 to 6 mm).

The rotation of the drive member 14 relative to the grating
member 12 imparts rotation to the urging element 35, which
in turn rotates the plates 38 in the hollow interior of the
container 90 about the longitudinal axis of the shaft 36 in the
direction shown in FIG. 6. As the plates 38 rotate about the
longitudinal axis, the ramped surfaces 43 of the plates 38
swirl the cheese curds 80 in the container 90 and urge the
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cheese curds 80 against the cutting edges 22 of the grating
surface 18, thereby grating the cheese curds 80. The grated
cheese 82 is dispensed through the apertures 20, as shown in
FIGS. 2 and 6. As the bottom layer of the cheese curds 80 gets
grated, more cheese curds 80 fall down or slide down the
ramped surfaces 43 of the plates 38 onto the grating surface
18 to be grated by the cutting edges 22.

With reference to FIGS. 2 and 3, the bottom end 42 of each
plate 38 is in close proximity to but spaced from the grating
surface 18 so that the bottom end 42 can clear the height of the
dome-like cutting edges 22 during the rotation of the shaft 36
of the urging element 35. Further, the distance between the
bottom end 42 of each of the plates 38 and the grating surface
18 is less than the diameter of the smallest cheese curds 80 to
prevent the plates 38 from simply rotating over the cheese
curds 80 without urging them into the cutting edges 22. For
example, if the smaller cheese curds 80 in the container 90
have a diameter of about 0.25 inches (about 6 mm), then the
distance between the bottom end 42 of the plate 38 and the
grating surface 18 would be less than 0.25 inches (less than 6
mm).

With reference to FIG. 2, the skirt 16 of the grating member
12 can include one projecting lip 54 that can form a shoulder
58 and another lip or recess that can form another shoulder 60.
The drive member 14 may include a flange 52 that can slide
over the projecting lip 54 and into an area bounded by the
shoulders 58 and 60. The grating member 12 and the drive
member 14 can be coupled relative to each other such that the
first end 37 of the shaft 36 and the plates 38 of the urging
member 35 can be on one side of the grating surface 18 and in
the hollow interior of the container 90 while the second end
39 of the shaft 36 and the drive member 14 can be on an
opposite side of the grating surface 18, e.g., outside of the
hollow interior of the container 90, as shown in FIG. 2.
Optionally, the shaft 36 of the urging member 35 can be
coupled relative to the drive member 14 such that both ends
37 and 39 of the shaft 36 and can be on the same side of the
grating surface 18 and in the hollow interior of the container
90.

With the grating member 12 and the drive member 14
coupled relative to each other, the flange 52 of the drive
member 14 can move up and down between the shoulders 58
and 60 to create slight “play” between the drive member 14
and the grating member 12, allowing the drive member 14 to
move in a direction parallel to the longitudinal axis of the
shaft 36 of the urging element 35. This axial movement of the
drive member 14 imparts axial movement to the urging ele-
ment 35, permitting the cheese curds 80 to be trapped and
crushed between the bottom ends 42 of the plates 38 of the
urging element 35 and the grating surface 18. Thus, the plates
38 of the urging element 35 can urge the cheese curds 80
along the grating surface 18 (rotationally) and against the
grating surface 18 (axially), facilitating the shredding and
break up of the cheese curds 80.

It is to be appreciated that after most or all of the cheese
curds 80 have been dispensed from the container 90, the lid
assembly 10 can be easily removed from the container 90 by
unscrewing the grating member 12 from the neck 94 of the
container. Then, the lid assembly 10 may be reused after the
container 90 has been refilled with more cheese curds 80.
Alternatively, the lid assembly 10 may be screwed onto
another container and used to grate the cheese curds or other
food products stored in that container.

The 1id assembly 10 can be made from a variety of mate-
rials, for example, food-grade plastics, composites, and the
like. The drive member 14 and the grating member 12 of the
lid assembly 10 can have a diameter of between about 1 and
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5 inches (25 and 127 mm) or, preferably between about 1.5
and 3 inches (38 and 76 mm). The diameter of the shaft 36 of
the urging element 35 can be between about 0.4 and 0.8
inches (10 and 20 mm). The length of the shaft 36 can be
between about 1 and 3 inches (25 and 76 mm). The container
90 can also be made from similar materials, and can be sized
for containing between about 1.5 and 8 ounces (42 and 277
gm) of cheese, with a height of between about 2.6 and 5.8
inches (66 and 148 mm) and a diameter of between about 1.8
and 2.9 inches (45 and 74 mm). However, the dimensions
provided herein are for example only.

An easy to manufacture, inexpensive, and reusable grating
lid assembly for food storage containers is provided. One
advantage of the lid assembly is that it does not obstruct the
hollow interior of the container along the entire height of the
interior. Another advantage is that the lid assembly can be
easily removed from the storage container by simply
unscrewing one component from the neck of the container to
permit more cheese curds to be easily loaded into the con-
tainer. Yet another advantage is that the lid assembly can be
removed from one container and used with another container
to grate the food product therein. Still another advantage is
that the drive member of the lid assembly is both rotatable
about its axis and movable in the axial direction to provide
both a grating and a crushing effect.

Those skilled in the art will recognize that a wide variety of
modifications, alterations, and combinations can be made
with respect to the above described embodiments without
departing from the spirit and scope of the invention, and that
such modifications, alterations, and combinations are to be
viewed as being within the ambit of the inventive concept. For
example, the dimensions provided herein are by way of non-
limiting examples.

The invention claimed is:

1. A container for grating and dispensing grated cheese
comprising:

a body having a hollow interior;

a grating member attached relative to the body, the grating
member including a grating surface having a plurality of
cutting edges and a plurality of apertures configured to
permit grated cheese to pass therethrough, the grating
member including a depending skirt configured to per-
mit the grating member to be coupled to a neck of the
container; and

a drive member rotatably coupled relative to the grating
member on an opposite side thereof from the body and
drivingly coupled relative to an urging element disposed
in the hollow interior of the body, the urging element
having a longitudinal axis of rotation and including at
least one inclined ramped surface, the drive member and
the urging element being rotatable about the longitudi-
nal axis independently of the grating member such that
the ramped surface urges the cheese along the grating
surface to grate and dispense the cheese.

2. The container of claim 1, wherein the urging element is
permitted to move in a direction parallel to the longitudinal
axis to urge the cheese against the grating surface.

3. The container of claim 1, wherein the grating member
includes an opening configured to permit engagement of the
urging element and the drive member.

4. The container of claim 1, wherein the drive member is
rotatable relative to the container with the grating member
being rotationally fixed relative to the container during cheese
grating.

5. The container of claim 1, wherein the container has a
maximum height and the portion of the urging element posi-
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tioned in the hollow interior has a maximum length less than
one half of the maximum height of the container.

6. The container of claim 1, wherein the ramped surface has
a bottom edge that is spaced from the grating surface.

7. The container of claim 1, wherein the ramped surface is
helical.

8. The container of claim 1, further comprising a cap con-
figured to removably couple to the drive member for covering
the apertures of the grating member.

9. The container of claim 1, wherein the depending skirt
includes an inner threaded surface configured to permit the
grating member to be coupled with a thread on the neck of the
container.

10. The container of claim 1, further in combination with
cheese therein.

11. The container of claim 10, wherein the cheese com-
prises a plurality of pieces each having an average diameter of
between 0.25 and 0.75 inches.

12. A method of using the container of claim 1 in combi-
nation with cheese therein, the method comprising: rotating at
least one of the drive member and the container about the
longitudinal axis to impart rotation to the urging element
relative to the container; rotating the urging element about the
longitudinal axis in the hollow interior of the body to urge the
cheese along the grating surface; grating the cheese with the
cutting edges of the grating surface; and dispensing grated
portions of the cheese through the apertures of the grating
surface.

13. The method of claim 12, further comprising moving the
urging element along the longitudinal axis to urge the cheese
against the grating surface.

14. A lid assembly for a container having a hollow interior
containing a food product, the lid assembly comprising: a
grating member configured to be removably attached relative
to the container, the grating member including a grating sur-
face having a plurality of cutting edges and a plurality of
apertures configured to permit grated portions of the food
product to pass therethrough; a drive member rotatably
coupled relative to the grating member; and an urging ele-
ment rotatable relative to the grating member and having a
free first end, a second end opposite the first end coupled to
the drive member, and a longitudinal axis passing through the
first and second ends, the urging element including at least
one inclined ramp relative to the grating surface, the at least
one ramp and the first end of the urging element being at least
partially spaced from the drive member by the grating mem-
ber.

15. The lid assembly of claim 14, wherein the grating
member includes an opening configured to permit at least one
of a portion of the urging element and a portion of the drive
member to pass therethrough for coupling.

16. The lid assembly of claim 14, wherein the urging ele-
ment is rotatable about the longitudinal axis independently of
the grating member.

17. The lid assembly of claim 14, wherein the at least one
ramp is helical.

18. The lid assembly of claim 14, wherein the at least one
ramp has a bottom edge that is spaced from the grating sur-
face.

19. The lid assembly of claim 14, further comprising a cap
configured to be removably coupled to the drive member for
covering the apertures of the grating member.

20. The lid assembly of claim 14, wherein the grating
member includes a depending skirt with a threaded surface
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configured to permit the grating member to be coupled to
threads on a neck of the container.

#* #* #* #* #*
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